

Eyeheight Crates Technical Notes

FB-9 Flexi-Box -  (eg - playout housing )

1 RU height,19” rack mount crate, depth 500mm

Mains input 100-250v 50Hz, 60Hz or 440Hz on single IEC (twin IEC’s if redundant PSU fitted) 

Max Power Consumption 60W

Supports Redundant PSU

Max 6 cards per unit

Local or remote mounting FP-9 control panel

User replaceable hot-swappable cards and PSU’s

MX-9 Maxi-Box  (iris system and “complete product” housings)

1 RU height, 19” rack mount crate, depth 260mm (360mm with local control panel) 

Mains input 100-250v 50Hz, 60Hz or 440Hz on single IEC

Max Power Consumption 50W

No redundant PSU support

Max 6 cards per unit

Local or remote mounting FP-9 control panel

Factory fitted cards and PSU only

MB-9 Mini-Box  (LegalEyes housing rack kit available)

Desktop unit 250mm x 207mm x 45mm

Mains input 100-250v 50Hz, 60Hz on single IEC

Max power consumption 100W

No redundant PSU support

Single card per unit (single height cards only)

Supports remote mounting optional FP-9 control panel

Factory fitted cards and PSU only

Simple 8 pre-programmed memories on local control panel









